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This manual infroduces LV-Hub from Pylontech. LV-Hub is a communication hub for US2000/US3000
Lithium-lon Phosphate Battery storage system. Please read this manual before you install the
battery and follow the instruction carefully during the installation process.
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1. Introduction

LV-Hub is the CAN/RS485 communication hub for multiple 48V battery groups in parallel

connection.

Fit Description: US2000 / US3000 / Phantom-SA / US1800.

2. LV-Hub-A

No. Iltem Parameter
1 Operating voltage range 48 Vdc
2 Communication CAN/RS485
3 System Consumption 2W
4 Size 442*190*44mm
5 Protection degree IP20
6 Weight 3.0kg
7 Operation Life 15 years
8 Working temperature -20~60°C
9 Storage temperature -40~80°C
10 CAN (Max 25 groups) Baud rate: 500K; terminal resistance: 0/120Q
11 RS485 (Max 5 groups) Baud rate:9600/115200
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2.1 Ports:

@ ‘
[ 33 PYLONTECH

1 2113 1L4115]16 8 916 17 18
[\ [o) Part Silk-screen Function
1 Dry signall Function reserve
Reset Switch Press 2 seconds and then system will
2 RESET
Button restart.

Dip 6:

3 Dip switch 1-6 Up: CAN OUT terminal resistance 120Q
Down: 0Q
CAN output port (only upper port is for

4 RJ45 CAN OUT .
using);

5 RJ45 RS232 Debug
Connect to port 0 (only for CAN

6 RJ45 CANIN o
communication);

7 LED STATUS Please see 2.3.
Shows linked in batte ro antity with

8 LED NUMBER/BIN 1-4 | > O"/> INKECH fy group quantily wi
binary code. Please see 2.3.

9~16 RJ45 0;1;2;3;4;5;6;7. | Only uses 0~5. Please see 3.2.

17 Switch ON/OFF Turns the LV-HUB ON/OFF.
Power supply: take 48VDC power from
outside (from AC/DC adaptor).

18 48VDC input 48V DC
© EmT—
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2.2 Definition of RJ45 Port Pin
No. CAN OUT RS485 RS232 Pin
1 — —_ —
2 GND
3 - X
4 CANH
S CANL
6 - GND RX
7 - RS485A
8 - RS485B GND

RJ45 Plug

2.3 LED Indicators Instructions

Only the HUB is turned ON, it lights once.

No battery connected or at least one group is off line.
° When battery group is reduced it will alarm (in red), but
when battery group is added in it will no alarm.

4 Green flash; connected battery groups number

1 group

2 groups

3 groups
4 groups
5 groups
6 groups
7 groups
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3. Operation
3.1 Protocol

CAN: CAN-Bus-protocol-PYLON-low-voltage-V'1.2-20180408 or above.

RS485: RS485-protocol-pylon-low-voltage-V3.1-20180408 or above.
3.2 Cables Connection for US2000/US3000 under RS485 or CANBUS.
3.2.1 Cables Connection for RS485

Multiple Battery Groups R$485 Communication Cable Connection Do not need to be

Each Communication HUB connects maximum 5 batlery piles. switched on.
No need lo be changed 3 10 the inverter

ADD:1010| Batery ADD: 1110[ Bettery ADD: 1001
\ Group 2 Group 3 \
T W [T LT
'8 . i

No power supply
required.

Group 5
n e )

i) . .

Each battery pile can configure maximum 8pcs US2000 or US3000.

® FEach battery group can configure maximum 8pcs US2000B Plus or 8pcs US3000.

LV-Hub-A configures maximum 5 group batteries.

RS485 communication needn’t additional cable and power just a simple hub is enough.

® When each battery group’s current is >120A, this battery group must configure 2 pair

external power cables like the diagram.
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® The details of ADD Switch setting also can see the menu of battery.

3.2.2 Cables Connection for CAN (single HUB)
Multiple Battery Groups CAN Communication Cable Connection

Each Communication HUB connects maximum § battery piles.

ADD; 000001 to the inverter

48VDC power input

Baud Rate:
115200
ADD: 0100

|

W P B T B 0 T B T S —

Each battery pile can configure maximum 8pcs US2000 or US3000.

® Each bafttery group can configure maximum 8pcs US2000B Plus or 8pcs US3000.

® LV-Hub-A configures maximum 5 group batteries.

® When each battery group’s current is >120A, this battery group must configure 2 pair
external power cables like the diagram.

® The details of ADD Switch setting also can see the menu of battery.

® When using with SMA SUNNY ISLAND, the ADD on HUB(or master HUB if there are multiple
HUBs) must be 000011 (for B14V0O105 presenting on product label) or 000101 (for B14V0106

presenting on product label).
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3.3 Cables Connection for US2000C/US3000C/UP5000/US5000 under CANBUS

The specific cable connection way please refer to the related battery operation manual.

Connect power cable first:

1) each pair of cable hold max 100A constant current. Connect enough pairs of cable based on calculation

of system current.
2) Suitable protection breaker between battery system and inverter is required.
3) connect power cable of LV-HUB

4) Make sure all dipswitch is X0XX, then turn ON batteries.

5) After all batteries running and buzzer of master battery in group1 rings 3 times. Means all groups are

online.

6) Change the dip switch of master battery in group1 to X1XX. Then connect communication cable

between LV-HUB and master battery in group 1.
7) Change the dip switch of LV-HUB to 000001, then turn on LV-HUB.

*Below communication cable shall be 8 pin direct-pin cable:
a. Between battery modules
b. Between LV-HUB Port 0 to LV-HUB CAN IN

*Below communication cable shall has first 3 pin NULL or use WIOSCAN30RJ1 cable inside external

cable kits:
a. Between Group 1 Master Battery AICAN to LV-HUB Port 1.

Multiple Battery Groups CAN Communication Cable Connection

Each Communication HUB connacts maximum é battery piles.

1o the inverter 43vDC power inpul

2] The A/CAN connects to port 1-7 freely
3} The B connect 1o A ol nex! group;

Master Battery Master Battery Master Battery
Group 1 Group 2 Group 3

Each battery pile can configure maximum 16pcs US2000C/US3000C.

Master Battery
Group N, max é

] The CAN IN connects to port 0 \T € irSt 3 pins on the port Of battery
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Note: When using US2000C/US3000C/UP5000/US5000, the multiple group connection under RS485
communication DONOT require a LV-HUB. The wiring diagram please refer to the corresponding
battery model operation manual.

3.4 Cables Connection for Multiple HUBs under CANBUS.

Multiple HUBs CAN Communication Cable Connection

Maximum 5 HUBs in level 1‘&

DRLDG00T] to the inverter

HUBs of Level 1

1234586
EEEEES

48\"[)(;&)\\1&# input
HUB 5 i 0

Baud Rate: e ) p & 1
1?2:«:” 3 ¥ ~Hm = dREE

ADD: 100001

48VDC Q?E'er input

=
b ABRE
e B

Battery bank can configure maximum 200pcs US2000 or US3000.

In above picture, all communication cable connect in between shall be 8 pin direct-pin cable.
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Annex 1: Cables Connection for US2000/US3000 under RS485
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Annex 2: Cables Connection for US2000/US3000 under CAN

HO'LANVIdOYLINTTIDOANI [ad vb, 01,086, by, To+ & NVNLLIH SEE€8-HD c
HO*1ANVIdOY.ITIT MMM & 0T,0T,0S6. v, Tv+ =\ T ASSVH1SANILISNANI N7

*000£SN 10 000ZSN sodg wnwixpw ainbByuod ubd ajid Alaybq yop3

0o0eslti
:2j0Yy pnog

A
: s s v e = i 833 E=
ar = P HOILNOTAd 33t
g t } 0 w0 1§58 =]
1ndul Jlemod DAABY JalaAUl 8} 0} L00000 :aav

'soid A194Dq § WNWIXDW $}O2UU0D gMH UOKDOIIUNWWOD) Yob3

uoldaUU0D 3D UoPIUNWWOD NV sdnois Alaypg a|diyjnw

HIHIIS « HOVANIZ - HOITTHHI

IEINLaEeEINEREF=

18BISV0501

11/ 14




Mo. 73, Lane 887, Zu Chongzhi Road, Ihangjiang Hi-Tech Park Pudong,

Shanghai 201203, China

Pylon Technologies Co., Lid.

$
333
PYLONTECH

Annex 3: Cables Connection for CAN (multi HUB)
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Annex 4: Cables Connection for US2000C/US3000C/UP5000/US5000 under CANBUS

HO'LANVIdOYLINTTIDOANI [ad vb, 01,086, by, To+ & NVNLLIH SEE€8-HD c
HO*1ANVIdOY.ITIT MMM & 0T,0T,0S6. v, Tv+ =\ T ASSVH1SANILISNANI N7

"2000£SN/D000ZSN sod9 | Wnwixow aInBRuocd upd ajid Aisjpg yoo3

9 xpw ‘N dnois ¢ dnolio g dnoio | dnoio
Alsilog Ialsow Alaliog Isispw Alajjog 1aispw Alailog Ialspw

.
MS

LR LR L) L
) &
SR o ®

— ,
. ,
v ® : e

‘Alduas si Aisjpg J1asows dnoub S| JO CeYSY/g DUl

®
(o)

1dnoib [xauU JO W O] |D2uuoD g ay| (g
Ajg8)) /~| Hod 0} 5JOBUU0D NYD/Y 8ul (¢
0 Hod o} s}o2uuod NINVD auL (I

BEE=— " “A- —
n HOZLNOTA 132

1ndul 1amod DHAA8Y JOLIBAUI BY} O}
's9lid AISLLIDG 9 WNWIXDW $103UU0D gNH UOILDDIUNWWOD Yyong
Uol}o3auuo) 3a|qp D UolpRIdIUNWWIOD NVYD mQ:O._.U E@.—.—Um O_Q_.—_:E

HIHIIS « HOVANIZ - HOITTHHI

IEINLaEeEINEREF=

18BISV0501

13/ 14




EHRLICH + EINFACH - SICHER

& ELEKTROPLANET

:;; Pylon Technologies Co., Ltd.

Mo. 73, Lane 887, Zu Chongzhi Road, Ihangjiang Hi-Tech Park Pudong,
PYLONTECH Shanghai 201203, China

243

*

PYLONTECH

Pylon Technologies Co., Lid.

No. 73, Lane 887, ZuChongzhi Road, Zhangjiang Hi-Tech Park
Pudong, Shanghai 201203, China

T +86-21-51317699 | F +86-21-51317698

E service@pylontech.com.cn
W www.pylontech.com.cn

14 / 14

18BISV0501

& WWW. ELEKTROPLANET.CH
™ INFO@ELEKTROPLANET.CH

+41°44°950°10 44

L +417447950°10°10

CH-8335 HITTNAU

7‘\ INDUSTRIESTRASSE 2


mailto:service@pylontech.com.cn

