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Die Batterien - OGiV FT
THE BATTERIES - OGIV FT

Den Strom fiir die Versorgung der
Rettungszeichen- und Sicherheits-
leuchten im Notfall liefern in allen
Anlagen wartungsfreie Bleibat-
terien der Baureihe OGiV. Front-
Terminal (FT) Batterien haben den
Vorteil, dass sie - im passenden
Gehduse eingebaut - von vorne
zuganglich sind. Das vereinfacht
die Installation und Wartung
erheblich.

Die konstruktive Lebensdauer
dieser Batterien betrdagt bei 20° C
Umgebungstemperatur 12 Jahre.

In case of emergency the safety and
rescue sign luminaires are powered
by maintenance free acid batteries
of type OGiV in all emergency light
systems. Front terminal (FT) batter-
ies have the advantage that they
are - installed in a suitable cabi-
net - are accessible from the front.
This simplifies the installation and
service considerably.

The designed lifetime of these batter-
ies is in 20° C ambient temperature
12 years.

Leistungsiibersicht OGiV Batterien (jeweils fuir einen Satz mit 18 Batterien /

Output for OGiV batteries (calculated with a set of 18 batteries

Typ oGiv
12550

Batteriekapazitit in Ah
Battery capacity Ah

Leistung max. 1h in W* 7.182
Output max. 1h in W* (5.746)

Leistung max. 3h in W* 3.056
Output max. 3h in W* (2.445)

Leistung max. 8h in W* 1.436
Output max. 8h in W* (1.149)

Anzahl der benétigten Gehause fiir einen Satz (18 Stiick) Batterien der jeweiligen Kapazitat

oGiv
12800

9.688
(7.750)

4.093
(3.275)

1.955
(1.564)

oGiv
121000 FTP

100

13.284
(10.627)

5.929
(4.743)

2,525
(2.020)

Number of cabinets needed for a set (18 pcs) of batteries of the entire capacity

Kombigerat MCX
Combi cabinet MCX 1
1850 x 800 x 600mm

Batteriegehduse BATT18
Battery cabinet BATT18 1
1800 x 600 x 450mm

Batteriegehduse BATT20
Battery cabinet BATT20 1
1850 x 800 x 600mm

Umluftbedarf des OGiV Batteriesatzes (berechnet fiir Starkladung der Batterien) /

Required air circulation per battery set (calculated for power charging of the batteries)

Luftvolumenstrom mind.
/ 24
Air stream at least (m3/h)

Luftungsquerschnitt der
Zuluftoffnung /

Profile of the air inlet 67,2
pipe

(cm?)

35

98,0

44

123,2

oGiv
121500 FTP

150

18.144
(14.515)

8.770
(7.016)

3.607
(2.886)

6,5

182,0

* Leistungsangaben mit 25% Alterungsreserve in Klammern / Performance ratings with 25% aging Reserve in parantheses
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OGiV FT - Daten und Spezifikationen
OGIV FT - TECHNICAL SPECIFICATIONS
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OGiV Front-Terminal-Baureihe (Design Life bis 12 Jahre und mehr) /
OGiV Front-Terminal-Series (Designlife up to 12 years and more)
RPower Typ Spannung Kapazitat Abmessungen Gewicht Position

Voltage Capacity (*= Uber den Polen) Weight
Dimensions (incl. Poles)

Vv L B H* kg Kontakt/
Terminal

OGIV12550FT 12 58,2 277 106 222 17,3 M6 E

OGIV121000FTP 12 105 508 110 231 32,5 M8 E
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